RIVIERA UTILITIES

MOBILE HOME SERVICE SPECIFICATIONS

Minimum 30 ft. Class 6 Treated Wood Pole

Less Than 5 Years Old

NOTE These specs are Riviera’s minimum reguirements

CONTACT LOCAL CITY INSPECTION DEPTS. FOR ADDITIONAL REQUIREMENTS.

Meter Base and Panel, Raintight
and Mounted on a Treated 2X12

Board. Riviera Utilities will furnish

Meter Base.

Notes:

1. HOUSE POWER PANELS
WILL NOT BE ACCEPTED.

2. Plywood and painted wood will

not be accepted.

3. Alternative mounting must
have prior approval from the
Engineering Deptartment.

4. Ground wire must be secured
at a minimum of 2 locations

Wire Continuous from Ground
Bus to Ground Rod sized per
latest NEC table 250.66

Approved Ground Clamp located
6" Above Finish Grade *

Minimum 8' Approved
Ground Rod

18" to 24"

_

|

Approved Weatherhead

18" to 24"
Leads for

/ Utility Connection

S.E. Cable or Approved Conduit,
Strapped at 3' intervals. 1 Strap
12" from Weatherhead and 1 Strap
12" from Meter Base.

All Wire Shall be

Rated at 100 Amps

or Greater, Sized as
Follows:

100 Amps - #4 Cu or #2 AL
200 Amps - 3/0 Cu or 4/0 AL

Center of Meter Base
Mounted 10' - 6" from Butt of
Pole.

* Ground Clamp May Be
Below Finished Grade if
Approved Underground
Clamp is Used, but Must
Be Left Visible for
Inspection.

Pole Set 5'-6"
Deep by Riviera
Utilities

Breaker

/ Panel

Optional
Weatherproof
Receptacle Shall
Have GFI Protection

| _—Line Side

Neutral

[——Ground

DURHAM

TYPE 3R ENCLOSURE

Design Parameters:

REV.[ DESC. |DATE

RIVIERA UTILITIES

120/240V SECONDARY, 1 PHASE,

MOBILE HOME SERVICE
100 /200 AMPS

DRAWN BY: S. TIRADOR

[CHKD BY: |

4/13 | APP’D BY:

[ATE. 2712714 | Q2.1G




