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PRECAST MANHOLE DETAILS

STANDARD MANHOLE DROP CONNECTIONS

NOTE:
INSIDE DROP CONNECTION IS
PREFERRED.  CONTRACTOR
SHALL OBTAIN APPROVAL FOR
OUTSIDE DROP CONNECTION
FROM RIVIERA UTILITIES PRIOR
TO CONSTRUCTION.

6"

RELINER INSIDE
DROP BOWL

SECURE WITH
S.S. BOLTS

*DROP CONNECTION
REQUIRED WHEN THIS

DIMENSION IS
GREATER THAN 24"

MIN. 48" DIA.

DETAIL OF DROP CONNECTION

 INSIDE OF MANHOLE

N.T.S.

V
A

R
IE

S
*

PIPE SUPPORT BRACKETS TO
BE PLACED AT 2' O.C.
(SEE PIPE SUPPORT DETAIL
THIS SHEET)

ONE SECTION
OF PVC PIPE

LONG RADIUS
ELL (PVC)

SEAL FLEXIBLE BOOT
CONNECTOR TO MANHOLE WITH
NON-SHRINK PRECISION GROUT.

WITH EXCEPTION OF DROP CONNECTION,
MANHOLE CONSTRUCTION SIMILAR TO
STANDARD SEWER MANHOLE.

PVC PIPE

PIPE SUPPORT DETAILS
N.T.S.

PLAN

1-12" X 316" 316 S.S.
PIPE SUPPORT CLAMP
OR 12" 316 S.S. U-BOLT.

MINIMIZE DISTANCE

1
2" DIA.  316 S.S.
EXP. ANCHOR

BOLTS EPOXIED IN
WALL 31

2".

INTERMEDIATE STRAPS
TO BE PLACED AT 2' O.C.

SECTION

6"

*DROP CONNECTION
REQUIRED WHEN THIS

DIMENSION IS
GREATER THAN 24"

MIN. 48" DIA.

DETAIL OF DROP CONNECTION

 INSIDE OF MANHOLE

N.T.S.

V
A

R
IE

S
*

PIPE SUPPORT BRACKETS TO
BE PLACED AT 2' O.C.
(SEE PIPE SUPPORT DETAIL
THIS SHEET)

ONE SECTION
OF D.I. PIPE

LONG RADIUS
ELL (D.I.)

SEAL FLEXIBLE BOOT
CONNECTOR TO MANHOLE WITH
NON-SHRINK PRECISION GROUT.

WITH EXCEPTION OF DROP CONNECTION,
MANHOLE CONSTRUCTION SIMILAR TO
STANDARD SEWER MANHOLE.

D.I. PIPE

D.I. TEE

SEAL FLEXIBLE BOOT
CONNECTOR TO MANHOLE WITH
NON-SHRINK PRECISION GROUT.




